Sure Seal Series 500 Sure Seal Series 890
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Valve Size SERIES 500 ONLY NG n
2 3 4 5 6 8 10 12 -
A | Stem A | Top Bushing
A | 400 | 4.000 | 4.000 | 4.000 | 4.000 | 6.000 | 6.000 | 6.000 B [Top Bushing B | Stem Packing
B | 375 | 375 | 438 | 438 | 438 | .500 | .625 — C [ Stem Packing C [ Housing
5[ C | 1625 [ 1.750 [ 2.000 | 2.125 | 2125 [ 2.500 | 2.500 | 3.000 D | Housing D | Sure O-Seal (2)
‘®| D | 563 | 563 | 625 | 625 | 625 | 750 | .875 | 1.125 Egurei O-Seal (2) Egoutsing Bolts
@| E [ 1.250 | 1.250 | 1.250 | 1.250 | 1.250 | 1.250 | 1.250 | 2.000 ol : ca _
£ G | Bottom Bushing G | Bottom Bushing
= F | 3.938 | 4.875 | 6.000 | 6.000 | 6.500 | 8.313 | 9.000 | 10.625 A Disc A Disc/Stern
| G [ 1688 [ 2875 | 3.875 | 5.000 | 6.000 | 8.000 [10.063[ 11.938 | [O-Rings (2)
=[ H [2125 [ 3125 [ 4125 [ 5,188 | 6.125 | 8.125 |10.125[12.093 J | Sure Lock A
>| J [ 3762|4438 6.270 | 7.125 | 8.250 [10.600 | 12.495 [ 15.375 K | Disc Screws (2)

890 NOTES:
6'—D=.750;B=.500 10" —E =2.000; D = 1.125 W/KEYWAY
8"—D=.875B=.625

GENERAL NOTES:

C = INSTALLED WIDTH

G = MINIMUM ALLOWABLE INSIDE DIA. OF PIPE OR MATING FLANGE
2'-10" — D = STEM CONNECTION DIA.; B = FLATS

12" — D = STEM CONNECTION DIA.; KEYWAY =.250 X .250

J=3.850 ON 2" CAST IRON BODIES

J =4.525 ON 3"-500 CAST IRON BODY

Top Plate Drilling SERIES 500 ONLY

2 [ 3 4 5 6 8 [ 10 ] 12
No.Holes| 4 | 4 | 4 4 [ 4] 4 4 | 4
Bolt Circle| 3.250 | 3.250 | 3.250 | 3.250 | 3.250 | 5.000 | 5.000 | 5.000
Hole Dia. | 438 | 438 | 438 | 438 | 438 | 563 | 563 | .563

Weight in Pounds* SERIES 500 ONLY.
2 3 4 5 6 8 10 12

500 3 4 7 7 9 | 2 | 29 | 4
890 3 3 6 7 8 17 29 48

*Weight is based on aluminum body with 255 SS disc.

. Wafer Bolt Circle Data (5"-12")
Wafer Bolt Circle Data (2"-4") Pattern | Bolt . [ Hole

Pattern Bolt | No. | Hole Style Circle .
Style | Circle |Holes | Dia. TTMA | 7875 6o | Valve Conversion Table

No.
Holes
6
T.T.M.A. | 3.750 438 ANS.I. | 8500 | 8 |[.812 || Sure Seal | Keystone | Ultraflo
2 | TTMA.| 4250 438 6 T.TMA. | 9.000 g .562 Series 890 | Fig #099 | Model 390
8
8
8
12
12
12

Dia.

AN.S.l. | 4.750 .688 AN.S.I. | 9.500 812 - -

TT.MA.| 4.875 438 g | TTMA | 11.625 688 | | Series 500 | Fig #100 | Model 400
3 | TTMA.| 4875 438 AN.S.l. | 11.750 .812 Series 522 | Fig #122 | Model 422

AN.S.I. | 6.000 .688 T.T.M.A. | 13.750 .688 Series 892 | Fig #992 | Model 392

T.TMA.| 5.875 438 10 AN.S.I. | 14.250 .937 J

688 Series 893 | Fig #993 | Model 393
.937 || Series 899 | Fig #999 | Model 399
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4 | TTMA.| 7.000
AN.S.I. | 7.500

.562 12 T.T.M.A. | 16.750
.688 AN.S.I. | 17.000

O DO~ 0O~

NOTES:
All aluminum valve bodies have as standard all T.T.M.A. and A.N.S.1. drill patterns.



