Betts

SLIDING VALVE 3.4 86 VALVE

QUICK OPENING

STAINLESS GATES
BUBBLE TIGHT

.
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The Betts Sliding Valve is an economical means of providing
a quick opening — quick closing valve where high working
pressure will not be encountered. All valves are standard with
stainless steel gates which provide a bubble tight seal.

TTMA DRILLING

. Assembly No. . . Assembly No. .
Size Flanged x I¥Ianged Material Wt. Size Flanged x T)rllreaded Material Wt.
3 SV903 MSM Steel 114 3 SV913 MSM Steel 109
SV903 SSM 316 Stainless ) SV913 SSM 316 Stainless )
& SV904 MSM Steel 14.9 & SV914 MSM Steel 14.1
SV904 SSM 316 Stainless ) SV914 SSM 316 Stainless )
6" SV906 MSM Steel 325 6" SV916 MSM Steel 30.0
SV906 SSM 316 Stainless ) SV916 SSM 316 Stainless )
ANSI DRILLING *
. Assembly No. . . Assembly No. .
Size Flanged x I¥Ianged Material Wit. Size Flanged x T)P:readed Material Wit.
3 SV953 MSM Steel 19.0 3 SV963 MSM Steel 15.0
SV953 SSM 316 Stainless ) SV963 SSM 316 Stainless )
2 SV954 MSM Steel 245 & SV964 MSM Steel 20.0
SV954 SSM 316 Stainless ) SV964 SSM 316 Stainless )
6" SV956 MSM Steel 46.0 6 SV966 MSM Steel 40.0
SV956 SSM 316 Stainless ) SV966 SSM 316 Stainless )
Dimensions
. TTMA Flange ANSI Flange * Max. Workin
Sze | A | B C | D|E | F m55TEC Holgs Thick. | O.D. | B.C. H(?Ies Thick. |  Pressure ’
3 9L, [ 1% ] 9 19 | 3% | 21 ] 6/ 41 | 81| 1345 | 7' 6 4-%, A 75 PSI
4 110 [ 13 ] 9 | 24 | 3% [ 2%* | 7' | 575 | 81| 1345 ] 9 7L 187 | L 75 PSI
6" 8 [ 17 [ 14 | 26 |56 | 4 | 9% | 8 [127s] 1345 11 [ 9% |8 | 1 50 PSI
*ANSI Dimension 3"/, *Drilling Dimensions Only i 3” ANSI Dimension 2°/g’
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Betts

SLIDING VALVE 486" VALVE
WITH REPLACEABLE O-RING SEAT
QUICK OPENING
STAINLESS GATES
BUBBLE TIGHT
D
B
L
6 in. VALVE SHOWN
The Betts Sliding Valve is an economical means of providing a
quick opening — quick closing valve where high working pressure
will not be encountered. All valves are standard with stainless
steel gates which provide a bubble tight seal.
TTMA DRILLING
. Assembly No. . . Assembly No. .
Size Flanged x Flanged Material Wt. Size Flanged x Threaded Material Wt.
47 SVv804 MSTS Steel 14.9 & SV814 MSTS Steel 14.1
SV804 SSTS 316 Stainless ) SV814 SSTS 316 Stainless )
6 SV806 MSTS Steel 305 6 SV816 MSTS Steel 30.0
SV806 SSTS 316 Stainless ) SV816 SSTS 316 Stainless )
ANSI DRILLING**
. Assembly No. . . Assembly No. .
Size Flanged x Flanged Material Wit. Size Flanged x Threaded Material Wi.
47 SV854 MSTS Steel 245 47 SV864 MSTS Steel 20.0
SV854 SSTS 316 Stainless ) SV864 SSTS 316 Stainless )
6 SVv856 MSTS Steel 46.0 6 SV866 MSTS Steel 40.0
SV856 SSTS 316 Stainless ) SV866 SSTS 316 Stainless )
Dimensions
. TTMA Flange ANSI Flange * Max. Working
Sze | A | B | C | D E I F “55TBEC T Hoes [ Thick | O.D. | B.C. | Holes | Thick |  Pressure
4 9% | 13 | 8% | Wi | 3 [ 2% [ 71 | 57l [811s | 1345 ] 9 7 1 8% [ L 75 PSI
6" [ 1" [ 16" [ 1% | 3 | 56 | 4 | 9% | 8'fg | 127 [ 1345 11 9%, [ 8ls | 50 PSI

*ANS| Dimension 3'/,¢” **Drilling Dimensions Only
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Betts

Sliding Valve HYDRAULIC OPERATED
U.S. Pat. No. 4,709,901
C
Hydraulically Operated |
Spring Closed !
TTMA or ANSI
Flange Drilling
D
REF.
LA B
The Betts Hydraulically Operated Sliding Valve is standard
with stainless steel gate to provide a positive seal for
pressure or vacuum service. Fusible and Frangible Plugs
may be installed in the hydraulic system for remote and heat
actuated closing.
TTMA DRILLING ANSI DRILLING
Size | Material Flange x Flange Flange x Thread Flange x Flange Flange x Thread
Wt. | Assembly No. Wt. | Assembly No. | Wt. | Assembly No. | Wt. | Assembly No.
» | Steel SV46206MSM SV46214MSM SV46235MSM SV46219MSM
4 316 Stnls. 34 SV46206SSM 72.5% SV46214SSM 54 SV46235SSM 74.5# SV46219SSM
» | Steel WV46207MSM SV46215MSM SV46233MSM SV46220MSM
6 316 Stnls. ot# SV46207SSM 88.5# SV46215SSM 92.5# SV46233SSM 90# SV46220SSM
| Hydraulic Pump — Operates One to Three Valves | 19# | HP18343MS |
DIMENSIONS
TTMA FLANGE ANSI FLANGE* Maximum
: Worki
Size | A B C D oD, [ BC. | Holes | Thick | OD. | B.C. | Holes | Thick | morking
4 | 3% | 2% | 9% | 2575 | 6% | 55 | 8The | Us 9 7 | 8% | ', | 75PSI
6" | 5% 4 9% [ 29", | 9 87 [ 127 1 11 9% | 8" | "% | 50PSI

littlejohn:

*ANSI Dimension 3"/,

* Drilling Dimensions Only
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Betts
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Gate Valve
Fabricated d Double Acting
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= - Dia. Bolt Holes
38 ‘Dt R Straddle Center lines.
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g See section 18 Page 4A for parts list. Flanges are Drilled to TTMA Recommendations.
@ 0100000000
Pipe Body Pipe Flange
Size A B C D E Thread 1.D. O.D. B.C. No. Dia.
" 1
3 (14 12% | 4 3% | 2" | \or 3 '/ys A‘T‘:rinismi /5*;8 47, | 8 "o
" 1
4 [15Y,(13Y%| 6 [3%6| 2% N?DT 4" jﬂﬁﬁfg /;;8 5l 8 "I1e
do0ooomooo
Pi_pe Material Part Wt Lbs
Size Body Stem Discs Packing Numbers '
Steel Brass Stainless Steel G 1003 94
Steel Steel Stainless Steel FG 1003 9.3
Aluminum Aluminum Stainless Steel 3 Teflon AAG 1003 45
3 - . - Suspensoid
Aluminum Stainless Steel Stainless Steel Rings ASG 1003 5.0
Stainless Steel Stainless Steel Stainless Steel SG 1003 9.3
316 Stainless 316 Stainless 316 Stainless SSG 1003 9.3
Steel Brass Stainless Steel G 1004 12.5
Steel Steel Stainless Steel FG 1004 12.3
Aluminum Aluminum Stainless Steel 3 Teflon AAG 1004 6.3
4 - , - Suspensoid
Aluminum Stainless Steel Stainless Steel Rings ASG 1004 6.9
Stainless Steel Stainless Steel Stainless Steel SG 1004 12.3
316 Stainless 316 Stainless 316 Stainless SSG 1004 12.3

Spartanburg, SC - Phone: 800.828.6555 - Fax: 864.583.1550
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Gate Valve
Fabricated d Double Acting
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| "D" —| Dia. Bolt Holes
Straddle Center lines.
See section 18 Page 4A for parts list. Flanges are Drilled to TTMA Recommendations.
I o T
Pipe Body Pipe Flange
Size A B C D Thread I.D. O.D. B.C. No. Dia.
3 141/4 | 125/8 | 41/2 41/2 N/A 3 1/16 St & SS61/8 47/8 8 7/16
Aluminum 5 5/8
4 151/4 | 131/8 6 51/4 N/A 4 1/32 St & SS71/8 57/8 8 7/16
Aluminum 6 5/8
00000I0monn
Pipe Material . . Part Wt Lbs.
Size Body Stem Discs Packing Numbers
Steel Brass Stainless Steel G 1013 9.9
Steel Steel Stainless Steel FG 1013 9.8
5 Aluminum Aluminum Stainless Steel S S’STS:‘;& ] AAG 1013 47
Aluminum Stainless Steel Stainless Steel Rpings ASG 1013 52
Stainless Steel Stainless Steel Stainless Steel SG 1013 9.8
316 Stainless 316 Stainless 316 Stainless SSG 1013 9.8
Steel Brass Stainless Steel G 1014 13.3
Steel Steel Stainless Steel FG 1014 13.1
A Aluminum Aluminum Stainless Steel S SSTZ‘:‘;& ] AAG 1014 6.6
Aluminum Stainless Steel Stainless Steel F\Pings ASG 1014 7.2
Stainless Steel Stainless Steel Stainless Steel SG 1014 13.1
316 Stainless 316 Stainless 316 Stainless SSG 1014 13.1
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PARTS LIST
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40 Gate Valve

Betts
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30 Gate Valve

0ar | 0000 poooooioom;mo 0oDooioo 0ooooOn
1 1 7/16-14 hex Nut Steel 9Q5811
2 1 3” Hand Wheel Aluminum 25186AL
3 1 4” Hand Wheel Aluminum 25245AL
Anodized Aluminum 15026AL
4 1 Stuffing Box Nut
utiing Eox U Stainless Steel 15026SS
5 1 Gland Follower Stainless Steel 15220SS
6 1 Packing Set (3 Rings per Set) Teflon Suspensoid 15227NT
7 1 Gland Washer Stainless Steel 15076SS
8 2 * Seat O-Ring (4” valve only) Tef-Sil 19430TS

* Replaceable Seat Valves only.
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National Vacuum Equipment
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National Vacuum Equipment
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